
246 Standard Standard fitting for door thicknesses: 38–45 mm.Snd FS Fire doors and Panic panic doors for door thicknesses: 40 – 66 mm. Fittings for other door thicknesses available on request. 

ECO D-110 · HANDLE ON SHORT PLATE (K)

OGL – HANDLE ON SHORT PLATE (K)
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Fittings set Passive leaf fittings set FS knob K-130 / short plate

23 mm 9 mm 319601.02 319701.02 319603.02 319605.02 319604.02 324276.02 120473.02

23 mm 9 mm 319601.02 319603.02 319602.02

Material: PPN nylon, black · Matt finish 
6 mm deep-drawn lever handle guidance. Lever handle with continuous steel core. User category class 3.  
Compatible drilling template available, art. no.: 930317

D-110 short plate (K) rectangular
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D-110 short plate (K) with OGL – friction bearing technology

Lever handle guidance with a maintenance-free friction bearing 
made of self-lubricating nylon. Fixed swivel-mounted lever handle. 
Can be used for DIN left / DIN right. Steel substructure with 
supporting cams. Non-visible, continuous screw attachment.
User category class 4, supporting cams Ø 8 x 5 mm



ECO Schulte GmbH & Co. KG 
Iserlohner Landstraße 89 

D-58706 Menden

Telephone +49 2373 9276 - 0 
Telefax +49 2373 9276 - 40

info@eco-schulte.de 
www.eco-schulte.de

 SYSTEM TECHNOLOGY FOR THE DOOR
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Our compendium represents a compilation of all products from our range  
of services. These are subject to different delivery classes. Special variants  
included are often manufactured to customer specifications and sometimes 
require longer delivery times and minimum purchase quantities. Further advise 
can be given by your contact person.




