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List of Products 

Type :  ECO FTS III EN 3-6, ECO FTS III EN 3-6 + ECO R III, ECO FTS-K R III (3-6) 

Description :  Electrically powered free swing door closer 

Arm system :  Slide channel arm assembly 

Installation :  ECO FTS III EN 3-6 

 door-leaf fixing, pull side  

 frame fixing, pull side  

 door-leaf fixing, push side  

 frame fixing, push side  

 ECO FTS III EN 3-6 + ECO R III 

 door-leaf fixing, pull side 

 door-leaf fixing, push side 

 ECO FTS-K R III (3-6) 

 frame fixing, pull side 

 frame fixing, push side 

Size :  3-6 

Classification :  ECO FTS III EN 3-6 

 3 8 3/6 1 1 3 

 ECO FTS III EN 3-6 + ECO R III 

 3 8 3/6 1 1 0 

 ECO FTS-K R III (3-6) 

 3 8 3/6 1 1 0 

Manufacturing plant :  DO 2.17 

Remarks: ECO FTS III EN 3-6: optionally with slide channel arm assembly HF 

 ECO FTS III EN 3-6 + ECO R III: with smoke detector and slide channel arm 
assembly R III 

 ECO FTS-K R III (3-6) : with smoke detector and slide channel arm 
assembly R III 

 Optionally with slide channel arm assembly R III for ECO FTS III EN 3-6 

 Optionally with stainless steel cover 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1155:1997/A1:2002/AC:2006 

Performance of the product 

Ability to release 5.1.2 Release from every angle 
5.1.3 Prevention of release 
5.1.4 Nominal voltage supply 
5.1.5 Extern electrical connection 
5.1.6 Inlet for external cable management 
5.2.1  General 
5.2.2  Electrical release 
5.2.5  Locking angle 
5.2.6  Manual engaging 
5.2.7  Permanent locking 
5.2.8  Overload behavior 
5.2.9  Release delay 
5.2.10 Electrical power 
5.2.11 Temperature rise 
5.2.12 Damage 
5.2.13  Suitability for fire-/smoke protection doors 

Passed (Size 3-6) 
Passed (Size 3-6) 
24 V/ DC; Residual ripple 30 % Passed (Size 3-6) 
Passed 
Passed 
Passed  
Passed (Size 3-6) 
Passed (Size 3-6) 
No performance declared 
Passed (Size 3-6) 
Passed (Size 3-6) 
No performance declared 
Passed 
Passed (Size 3-6) 
Passed (Size 3-6) 
Class 1: Passed 

Durability of the ability 
to release 

5.2.4  Durability 
5.2.14  Corrosion resistance 
ECO FTS III EN 3-6 
5.2.14.1 
5.2.14.2 
5.2.14.3 
 
ECO FTS III EN 3-6 + ECO RIII 
5.2.14.1 
5.2.14.2 
5.2.14.3 

Class 8 (500 000 Cycles) Passed 
 
 
Class 3 (96h): Passed 
Class 3 (96h): Passed 
Class 3 (96h): Passed 
 
 
Class 0: no requirement  
Class 0: no requirement  
Class 0: no requirement  

Dangerous substances Annex ZA.3 
The manufacturer has not declared any dangerous 
substances. 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1154:1996/A1:2002/AC:2006 

Performance of the product 

 
Self-closing 

ECO FTS III EN 3-6, ECO FTS III EN 3-6 + ECO R III 
5.2.1 General 
5.2.3 Closing torque 
5.2.4 Opening torque 
5.2.5 Efficiency 
5.2.6 Closing time 
5.2.7  Opening angle 
ECO FTS III EN 3-6 
Door-leaf fixing, pull side  
Frame fixing pull side 
Door leaf fixing push side 
Frame fixing, push side 
ECO FTS III EN 3-6 + ECO R III 
door-leaf fixing, pull side  
door leaf fixing push side 
5.2.8  Overload behavior 
5.2.9  Temperature dependence 
5.2.10   Leaking 
5.2.11   Damage 
5.2.12   Latch 
5.2.13   Back check 
5.2.14   Delayed action 
5.2.15   Adjustable closing force 
5.2.16   Play at zero position 
5.2.18   Suitability for fire-/smoke-protection doors 

Passed 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
 
 
Passed (Class 4) 
Passed (Class 4) 
Passed (Class 3) 
Passed (Class 3) 
 
 
Passed (Class 4) 
Passed (Class 3) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Not applicable 
Not applicable 
Passed (Size 3-6) 
Not applicable 
Class 1: Passed 

 
Durability of self-closing 

5.2.2  Durability 
5.2.17.1 Corrosion resistance 
5.2.17.2 Corrosion resistance 
5.2.17.3 Corrosion resistance 

Class 8 (500 000 Cycles) Passed 
Class 3 (96h): Passed 
Class 3 (96h): Passed 
Class 3 (96h): Passed 

Dangerous substances Annex ZA.3 
The manufacturer has not declared any dangerous 
substances. 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1155:1997/A1:2002/AC:2006 

Performance of the product 

Ability to release ECO FTS-K R III (3-6) 
5.1.2 Release from every angle 
5.1.3 Prevention of release 
5.1.4 Nominal voltage supply 
5.1.5 Extern electrical connection 
5.1.6 Inlet for external cable management 
5.2.1  General 
5.2.2  Electrical release 
5.2.5  Locking angle 
5.2.6  Manual engaging 
5.2.7  Permanent locking 
5.2.8  Overload behavior 
5.2.9  Release delay 
5.2.10 Electrical power 
5.2.11 Temperature rise 
5.2.12 Damage 
5.2.13  Suitability for fire-/smoke protection doors 

 
Passed (Size 3-6) 
Passed (Size 3-6) 
24 V/ DC; Residual ripple 30 % Passed (Size 3-6) 
Passed 
Passed 
Passed  
Passed (Size 3-6) 
Passed (Size 3-6) 
No performance declared 
Passed (Size 3-6) 
Passed (Size 3-6) 
No performance declared 
Passed 
Passed (Size 3-6) 
Passed (Size 3-6) 
Class 1: Passed 

Durability of the ability 
to release 

5.2.4  Durability 
5.2.14  Corrosion resistance 
5.2.14.1 
5.2.14.2 
5.2.14. 

Class 8 (500 000 Cycles) Passed 
 
Class 0: no requirement  
Class 0: no requirement  
Class 0: no requirement  

Dangerous substances Annex ZA.3 
The manufacturer has not declared any dangerous 
substances. 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1154:1996/A1:2002/AC:2006 

Performance of the product 

 
Self-closing 

ECO FTS-K R III (3-6) 
5.2.1 General 
5.2.3 Closing torque 
5.2.4 Opening torque 
5.2.5 Efficiency 
5.2.6 Closing time 
5.2.7  Opening angle 
Frame fixing pull side 
Frame fixing, push side 
5.2.8  Overload behavior 
5.2.9  Temperature dependence 
5.2.10   Leaking 
5.2.11   Damage 
5.2.12   Latch 
5.2.13   Back check 
5.2.14   Delayed action 
5.2.15   Adjustable closing force 
5.2.16   Play at zero position 
5.2.18   Suitability for fire-/smoke-protection doors 

 
Passed 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
 
Passed (Class 4) 
Passed (Class 3) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Passed (Size 3-6) 
Not applicable 
Not applicable 
Passed (Size 3-6) 
Not applicable 
Class 1: Passed 

 
Durability of self-closing 

5.2.2  Durability 
5.2.17.1 Corrosion resistance 
5.2.17.2 Corrosion resistance 
5.2.17.3 Corrosion resistance 

Class 8 (500 000 Cycles) Passed 
Class 0: no requirement  
Class 0: no requirement  
Class 0: no requirement 

Dangerous substances Annex ZA.3 
The manufacturer has not declared any dangerous 
substances. 
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List of Products 

Type :  ECO FTS III EN4, ECO FTS III EN 4 + ECO R III 

Description :  Electrically powered free swing door closer 

Arm system :  Slide channel arm assembly 

Installation :  ECO FTS III EN 4 

 door-leaf fixing, pull side  

 frame fixing, pull side  

 door-leaf fixing, push side  

 frame fixing, push side 

 ECO FTS III EN 4 + ECO R III 

 door-leaf fixing, pull side  

 door-leaf fixing, push side  

Size :  4 

Classification :  ECO FTS III EN 4 

 3 8 4 1 1 3 

 ECO FTS III EN 4 + ECO R III 

 3 8 4 1 1 0 

Manufacturing plant :  DO 2.17 

Remarks: ECO FTS III: optionally with slide channel arm assembly HF 

 ECO FTS III EN 4 + ECO R III: with smoke detector and slide channel arm 
assembly R III 

 Optionally with slide channel arm assembly R III for ECO FTS III EN 4 

 Optionally with stainless steel cover 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1155:1997/A1:2002/AC:2006 

Performance of the product 

Ability to release 5.1.2 Release from every angle 
5.1.3 Prevention of release 
5.1.4 Nominal voltage supply 
5.1.5 Extern electrical connection 
5.1.6 Inlet for external cable management 
5.2.1  General 
5.2.2  Electrical release 
5.2.5  Locking angle 
5.2.6  Manual engaging 
5.2.7  Permanent locking 
5.2.8  Overload behavior 
5.2.9  Release delay 
5.2.10 Electrical power 
5.2.11 Temperature rise 
5.2.12 Damage 
5.2.13 Suitability for fire-/smoke protection doors 

Passed (Size 4) 
Passed (Size 4) 
24 V/ DC; Residual ripple 30 % Passed (Size 4) 
Passed 
Passed 
Passed  
Passed (Size 4) 
Passed (Size 4) 
No performance declared 
Passed (Size 4) 
Passed (Size 4) 
No performance declared 
Passed 
Passed (Size 4) 
Passed (Size 4) 
Class 1: Passed 

Durability of the ability to 
release 

5.2.4  Durability 
5.2.14  Corrosion resistance 
ECO FTS III EN 4 
5.2.14.1 
5.2.14.2 
5.2.14.3 
 
ECO FTS III EN 4 + ECO RIII 
5.2.14.1 
5.2.14.2 
5.2.14.3 

Class 8 (500 000 Cycles) Passed 
 
 
Class 3 (96h): Passed 
Class 3 (96h): Passed 
Class 3 (96h): Passed  
 
 
Class 0: no requirement  
Class 0: no requirement  
Class 0: no requirement 

Dangerous substances Annex ZA.3 
The manufacturer has not declared any dangerous 
substances. 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1154:1996/A1:2002/AC:2006 

Performance of the product 

 
Self-closing 

ECO FTS III EN 4, ECO FTS III EN 4 + ECO R III 
5.2.1 General 
5.2.3 Closing torque 
5.2.4 Opening torque 
5.2.5 Efficiency 
5.2.6 Closing time 
5.2.7  Opening angle 
ECO FTS III EN 4 
Door-leaf fixing, pull side  
Frame fixing pull side 
Door leaf fixing push side 
Frame fixing, push side 
ECO FTS III EN 4 + ECO R III 
Door-leaf fixing, pull side  
Door leaf fixing push side 
5.2.8  Overload behavior 
5.2.9  Temperature dependence 
5.2.10   Leaking 
5.2.11   Damage 
5.2.12   Latch 
5.2.13   Back check 
5.2.14   Delayed action 
5.2.15   Adjustable closing force 
5.2.16   Play at zero position 
5.2.18   Suitability for fire-/smoke-protection doors 

 
Passed 
Passed (Size 4) 
Passed (Size 4) 
Passed (Size 4) 
Passed (Size 4) 
 
 
Passed (Class 4) 
Passed (Class 4) 
Passed (Class 3) 
Passed (Class 3) 
 
Passed (Class 4) 
Passed (Class 4) 
Passed (Size 4) 
Passed (Size 4) 
Passed (Size 4) 
Passed (Size 4) 
Passed (Size 4) 
Not applicable 
Not applicable 
Not applicable 
Not applicable 
Class 1: Passed 

 
Durability of self-closing 

5.2.2  Durability 
5.2.17.1 Corrosion resistance 
5.2.17.2 Corrosion resistance 
5.2.17.3 Corrosion resistance 

Class 8 (500 000 Cycles) Passed 
Class 3 (96h): Passed 
Class 3 (96h): Passed 
Class 3 (96h): Passed  

Dangerous substances Annex ZA.3 The manufacturer has not declared any dangerous 
substances. 
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List of Products 

Type :  ECO FTS III N EN 3-5, ECO FTS-KN R III (3-5) 

Description :  Electrically powered free swing door closer 

Arm system :  Slide channel arm assembly 

Installation :  ECO FTS III N EN 3-5, ECO FTS-KN R III (3-5) 

 frame fixing, push side with slide channel arm assembly HF N and 

 lintel 96 mm 

Size :  3-5 

Classification :  ECO FTS III N EN 3-5, ECO FTS-KN R III (3-5) 

 3 8 3/5 1 1 0 

Manufacturing plant :  DO 2.17 

Remarks: Optionally with stainless steel covers 

 Optionally with slide channel arm assembly FTS III N for  

 ECO FTS-KN R III (3-5) 

Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

 
  

Essential property 
Sections with requirements in 
EN 1155:1997/A1:2002/AC:2006 

Performance of the product 

Ability to release 5.1.2 Release from every angle 
5.1.3 Prevention of release 
5.1.4 Nominal voltage supply 
5.1.5 Extern electrical connection 
5.1.6 Inlet for external cable management 
5.2.1  General 
5.2.2  Electrical release 
5.2.5  Locking angle 
5.2.6  Manual engaging 
5.2.7  Permanent locking 
5.2.8  Overload behavior 
5.2.9  Release delay 
5.2.10 Electrical power 
5.2.11 Temperature rise 
5.2.12 Damage 
5.2.13 Suitability for fire-/smoke protection doors 

Passed (Size 3-5) 
Passed (Size 3-5) 
24 V/ DC; Residual ripple 30 % Passed (Size 3-5) 
Passed 
Passed 
Passed  
Passed (Size 3-5) 
Passed (Size 3-5) 
No performance declared 
Passed (Size 3-5) 
Passed (Size 3-5) 
No performance declared 
Passed 
Passed (Size 3-5) 
Passed (Size 3-5) 
Class 1: Passed 

Durability of the ability to 
release 

5.2.4  Durability 
5.2.14  Corrosion resistance 
5.2.14.1 
5.2.14.2 
5.2.14.3 

Class 8 (500 000 Cycles) Passed 
 
Class 0: no requirement  
Class 0: no requirement  
Class 0: no requirement 

Dangerous substances Annex ZA.3 
The manufacturer has not declared any dangerous 
substances. 
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Intended use: 
On single- and double-leaf fire- and/or smoke-protection doors 

Essential property 
Sections with requirements in 
EN 1154:1996/A1:2002/AC:2006 

Performance of the product 

 
Self-closing 

5.2.1 General 
5.2.3 Closing torque 
5.2.4 Opening torque 
5.2.5 Efficiency 
5.2.6 Closing time 
5.2.7  Opening angle 
Frame fixing, push side 
5.2.8  Overload behavior 
5.2.9  Temperature dependence 
5.2.10   Leaking 
5.2.11   Damage 
5.2.12   Latch 
5.2.13   Back check 
5.2.14   Delayed action 
5.2.15   Adjustable closing force 
5.2.16   Play at zero position 
5.2.18   Suitability for fire-/smoke-protection doors 

Passed 
Passed (Size 3-5) 
Passed (Size 3-5) 
Passed (Size 3-5) 
Passed (Size 3-5) 
 
Passed (Class 3) 
Passed (Size 3-5) 
Passed (Size 3-5) 
Passed (Size 3-5) 
Passed (Size 3-5) 
Passed (Size 3-5) 
Not applicable 
Not applicable 
Passed (Size 3-5) 
Not applicable 
Class 1: Passed 

 
Durability of self-closing 

5.2.2  Durability 
5.2.17.1 Corrosion resistance 
5.2.17.2 Corrosion resistance 
5.2.17.3 Corrosion resistance 

Passed Class 8 (500 000 Cycles)  
Class 0: no requirement  
Class 0: no requirement  
Class 0: no requirement 

Dangerous substances Annex ZA.3 The manufacturer has not declared any dangerous 
substances. 

 
 


